
AURA 2
Accent Range

Colour Temperature

2200K - 5700K 

Amber 595nm / Blue 465nm 

Green 535nm / Red 625

RGB 

RGB22K / RGB27K / RGB30K 

RGB40K / RGB57K

CRI

80 / 90

White Light Lumen Output

252 - 813 lm/m 

White Light Efficacy

72 - 121 lm/W

Wattage

4 W / 6 W

Product Diameter 

50mm

IP Rating

IP67



The AURA family utilises high 

power Cree XP-E2 diodes, 

with high efficiency optics to 

deliver market leading colour 

mixing and lumen output of 

up to 136lm/w.

The AURA 2 is the smallest 

fixture within the AURA 

family, with a 54mm aperture 

and shallow depth.

Available in six power 

outputs and either a 3, 4 or 

6 LED array, our module is 

available in single colour, RGB 

or RGBW, with DMX, Casambi 

or DALI drivers. Single colour 

versions can also be run from 

Switched, TRIAC or 1-10V.

AURA 2
Accent Range



PRODUCT FEATURE ICONS KEY

Power Balance SELV Value TM Score

IP Rating Chlorine Water Resistant

Tuneable White Macadam Ellipse Step UK & Europe Compatible

RGB Exterior Fitting North America Compatible

RGBW Interior Fitting Worldwide Compatible 

RGB + Tuneable White Recessed Fitting UK Conformity Assessed 

RGB Single Colour Channels Surface Mounted Fitting European Conformity Assessed

RGBA Single Colour Channels Suspended Fitting BIS Conformity Assessed

Lamp Life Salt Water Resistant RoHS Compliant

Colour Calibration Class Luminaire Fire Resistant

Dimmable LED Beam Angle SASO Conformity Assessed
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ACCENT RANGE

MONOCOLOUR SPECIFIC TECHNICAL DATA
AURA 2

Source lm 

Efficacy Av.

12° 

23° 

36° 

120°

2200K

340 lm

72 lm/W

324 lm

292 lm

252 lm

252 lm

2700K

376 lm

80 lm/W

356 lm

324 lm

280 lm

280 lm

3000K

408 lm

87 lm/W

388 lm

352 lm

300 lm

300 lm

4000K

532 lm

113 lm/W

504 lm

456 lm

392 lm

392 lm

5700K

568 lm

121 lm/W

540 lm

488 lm

420 lm

420 lm

Amber 

595nm 

376 lm

80 lm/W

356 lm

324 lm

276 lm

276 lm

Blue

465nm 

160 lm

34 lm/W

152 lm

136 lm

116 lm

116 lm

Green 

535nm 

428 lm

91 lm/W

408 lm

368 lm

316 lm

316 lm

Red

625nm 

268 lm

57 lm/W

256 lm

232 lm

200 lm

200 lm

4 W 

Source lm 

Efficacy Av.

12° 

23° 

36° 

120°

2200K

510 lm

72 lm/W

486 lm

438 lm

378 lm

378 lm

2700K

564 lm

80 lm/W

537 lm

486 lm

417 lm

417 lm

3000K

612 lm

87 lm/W

582 lm

525 lm

453 lm

453 lm

4000K

798 lm

113 lm/W

759 lm

687 lm

591 lm

591 lm

5700K

855 lm

121 lm/W

813 lm

735 lm

633 lm

633 lm

Amber 

595nm 

564 lm

80 lm/W

534 lm

486 lm

417 lm

417 lm

Blue

465nm 

240 lm

34 lm/W

228 lm

204 lm

177 lm

177 lm

Green 

535nm 

642 lm

91 lm/W

609 lm

552 lm

474 lm

474 lm

Red

625nm 

402 lm

57 lm/W

384 lm

348 lm

297 lm

297 lm

6 W 

RGB/W SPECIFIC TECHNICAL DATA
 

 

Source lm 

Efficacy Av.

12° 

23° 

36° 

120°

RGB22K

299 lm

64 lm/W

285 lm

257 lm

221 lm

221 lm

RGB27K

308 lm

66 lm/W

293 lm

265 lm

228 lm

228 lm

RGB30K

316 lm

67 lm/W

301 lm

272 lm

233 lm

233 lm

RGB40K

347 lm

74 lm/W

330 lm

298 lm

256 lm

256 lm

RGB57K

356 lm

76 lm/W

339 lm

306 lm

263 lm

263 lm

4 W 

Source lm 

Efficacy Av.

12° 

23° 

36° 

120°

RGB 

428 lm

61 lm/W

407 lm

368 lm

316 lm

316 lm

6 W 



80 / 90

6V

4 W / 6W

50mm

16.7m @ 6 W/m

DALI, Casambi, DMX, Switched

Phase Cut, 0-10V

Bracket 

Tilt

Cowl

2.6

50,000 hours - L80 B10

-10°C to +40°C

5 Years

SPECIFICATION

CRI

Forward Voltage 

Wattage

Fixture Diameter

Max Run Length

Control

Mounting Type 

Adjustability

Accessories

TM66 Score

Lamp Life

Ambient Operating Temperature

Warranty

AURA 2

 12°  23° 

36° 120° Custom finishes available on request

RAL 9005
Anodised 

Silver
RAL 9016

PRODUCT FINISHES

LIGHT DISTRIBUTION

60

51 20

50Ø

54Ø
74

112

DIMENSIONS

PRODUCT FEATURES



Quick Guide Single Colour

AURA 2

AU2

00

AURA 2 4 4 CHANNEL

*1 120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

1 *2 CLEAR GLASS

2 FROSTED GLASS

0 ANODISED SILVER FINISH

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUSTOM FINISH

C CUSTOM FINISH

*4 STANDARD FINISH

4 4 W

6 6 W

857 5700K

004 AMBER

840 4000K

930 3000K

927 2700K

822 2200K

003 BLUE

002 GREEN

001 RED

*1 Only available with

frosted glass

*2 Not available with

120° beam angle

*4 Already accounted for,

no code required

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

Aura 2

Quick Guide Single Colour

4AU2

EXAMPLE CODE:

AU2436927104C

36 927 1 0 4 C

Product line code

Product specif ication codes

AU2

00

AURA 2 4 4 CHANNEL

*1 120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

1 *2 CLEAR GLASS

2 FROSTED GLASS

0 ANODISED SILVER FINISH

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUSTOM FINISH

C CUSTOM FINISH

*4 STANDARD FINISH

4 4 W

6 6 W

857 5700K

004 AMBER

840 4000K

930 3000K

927 2700K

822 2200K

003 BLUE

002 GREEN

001 RED

*1 Only available with

frosted glass

*2 Not available with

120° beam angle

*4 Already accounted for,

no code required

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

Aura 2

Quick Guide Single Colour

4AU2

EXAMPLE CODE:

AU2436927104C

36 927 1 0 4 C

Product line code

Product specif ication codes
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Quick Guide Monocolour

AURA 2

AU2

00

AURA 2

4 4 CHANNEL

3 3 CHANNEL

*120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

1 *2 CLEAR GLASS

2 FROSTED GLASS

2 FROSTED DOME GLASS

0 ANODISED SILVER FINISH

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUTSTOM FINISH

809 RGB40K

810 RGB57K

908 RGB30K

907 RGB27K

806 RGB22K

005 RGB

00 *1 120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

*1 Only available with

frosted or frosted 

dome glass

*Only available with

frosted glass

1 *2 CLEAR GLASS

2 FROSTED GLASS

2 FROSTED DOME GLASS

0 ANODISED SILVER FINISH

6 6 W

4 4 W

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUSTOM FINISH

*4 STANDARD FINISH

C CUSTOM FINISH

*2 Not available with 120° 

beam angle

*2 Not available with 120° 

beam angle

*4 Already accounted for,

no code required

*4 STANDARD FINISH

C CUSTOM FINISH

*4 Already accounted for,

no code required

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

4AU2

Aura 2

Quick Guide Colour Change

EXAMPLE CODE:

AU2436907104C

36 907 1 0 4 C

Product line code

Product specif ication codes

AU2

00

AURA 2

4 4 CHANNEL

3 3 CHANNEL

*120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

1 *2 CLEAR GLASS

2 FROSTED GLASS

2 FROSTED DOME GLASS

0 ANODISED SILVER FINISH

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUTSTOM FINISH

809 RGB40K

810 RGB57K

908 RGB30K

907 RGB27K

806 RGB22K

005 RGB

00 *1 120° BEAM ANGLE

36 36° BEAM ANGLE

23 23° BEAM ANGLE

 12 12° BEAM ANGLE

*1 Only available with

frosted or frosted 

dome glass

*Only available with

frosted glass

1 *2 CLEAR GLASS

2 FROSTED GLASS

2 FROSTED DOME GLASS

0 ANODISED SILVER FINISH

6 6 W

4 4 W

1 BLACK FINISH

2 WHITE FINISH

0 *3 CUSTOM FINISH

*4 STANDARD FINISH

C CUSTOM FINISH

*2 Not available with 120° 

beam angle

*2 Not available with 120° 

beam angle

*4 Already accounted for,

no code required

*4 STANDARD FINISH

C CUSTOM FINISH

*4 Already accounted for,

no code required

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

*3 Custom finishes are 

anodised and have custom 

finish applied after.  

4AU2

Aura 2

Quick Guide Colour Change

EXAMPLE CODE:

AU2436907104C

36 907 1 0 4 C

Product line code

Product specif ication codes
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AURA 2
Linear Range

Aura 2 illuminating the facade of the Holiday Inn, Manchester


